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drum tested and marked for a Packing
Group II or higher performance level.

[Amdt. 173-165, 48 FR 28099, June 20, 1983, as
amended by Amdt. 173-224, 55 FR 52612 Dec.
21, 1990; 56 FR 66266, Dec. 20, 1991; Amdt. 173-
234, 58 FR 51532, Oct. 1, 1993; Amdt. 173-214, 59
FR 67491, Dec. 29, 1994; 64 FR 10776, Mar. 5,
1999; 68 FR 45032, July 31, 2003; 69 FR 76155,
Dec. 20, 2004; 70 FR 34397, June 14, 2005; 73 FR
57005, Oct. 1, 2008; 76 FR 3368, Jan. 19, 2011]

§173.26 Quantity limitations.

When quantity limitations do not ap-
pear in the packaging requirements of
this subchapter, the permitted gross
weight or capacity authorized for a
packaging is as shown in the packaging
specification or standard in part 178 or
179, as applicable, of this subchapter.

[Amdt. 173-224, 55 FR 52612, Dec. 21, 1990]

§173.27 General requirements for
transportation by aircraft.

(a) The requirements of this section
are in addition to the requirements in
§173.24 and apply to packages offered or
intended for transportation aboard air-
craft. Except for materials not subject
to performance packaging require-
ments in subpart E of this part, a pack-
aging containing a Packing Group III
material with a primary or subsidiary
risk of Division 4.1, 4.2, 4.3, 5.1, or Class
8 must meet the Packing Group II per-
formance level when offered or in-
tended for transportation by aircraft.

(b) Packages authorized onboard air-
craft. (1) When Column 9a of the
§172.101 table indicates that a material
is “Forbidden”’, that material may not
be offered for transportation or trans-
ported aboard passenger-carrying air-
craft.

(2) When Column 9b of the §172.101
table indicates that a material is
“Forbidden”, that material may not be
offered for transportation or trans-
ported aboard aircraft.

(3) The maximum quantity of haz-
ardous material in a package that may
be offered for transportation or trans-
ported aboard a passenger-carrying air-
craft or cargo aircraft may not exceed
that quantity prescribed for the mate-
rial in Column 9a or 9b, respectively, of
the §172.101 table.

(4) A package containing a hazardous
material which is authorized aboard
cargo aircraft but not aboard passenger

§173.27

aircraft must be labeled with the
CARGO AIRCRAFT ONLY label re-
quired by §172.402(c) of this subchapter
and may not be offered for transpor-
tation or transported aboard pas-
senger-carrying aircraft.

(c) Pressure requirements. (1) Pack-
agings must be designed and con-
structed to prevent leakage that may
be caused by changes in altitude and
temperature during transportation
aboard aircraft.

(2) Packagings for which retention of
liquid is a basic function must be capa-
ble of withstanding without leakage
the greater of—

(i) An internal pressure which pro-
duces a gauge pressure of not less than
75 kPa (11 psig) for liquids in Packing
Group III of Class 3 or Division 6.1; or
95 kPa (14 psig) for other liquids; or

(ii) A pressure related to the vapor
pressure of the liquid to be conveyed,
determined by one of the following:

(A) The total gauge pressure meas-
ured in the receptacle (i.e., the vapor
pressure of the material and the partial
pressure of air or other inert gases, less
100 kPa (15 psia)) at 55 °C (131 °F), mul-
tiplied by a safety factor of 1.5; deter-
mined on the basis of a filling tempera-
ture of 15 °C (59 °F) and a degree of fill-
ing such that the receptacle is not
completely liquid full at a temperature
of 55 °C (131 °F) or less;

(B) 1.75 times the vapor pressure at 50
°C (122 °F) less 100 kPa (15 psia); or

(C) 1.5 times the vapor pressure at 55
°C (131 °) less 100 kPa (15 psia).

(3) Notwithstanding the provisions of
paragraph (c)(2) of this section—

(i) Hazardous materials may be con-
tained in an inner packaging which
does not itself meet the pressure re-
quirement provided that the inner
packaging is packed within a supple-
mentary packaging which does meet
the pressure requirement and other ap-
plicable packaging requirements of
this subchapter.

(ii) Packagings which are subject to
the hydrostatic pressure test and
marking requirements of §§178.605 and
178.503(a)(b), respectively, of this sub-
chapter must have a marked test pres-
sure of not less than 250 kPa (36 psig)
for liquids in Packing Group I, 80 kPa
(12 psig) for liquids in Packing Group
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